
INTERNATIONAL SALES:
VANDEX INTERNATIONAL LTD
P.O. Box, CH-4501 Solothurn/Switzerland
Phone: +41 32 626 36 36, Fax +41 32 626 36 37
E-mail : info@vandex.com www.vandex.com

PRODUCTION AND SALES GERMANY:
VANDEX ISOLIERMITTEL-GESELLSCHAFT m.b.H.
P.O. Box, 1406, D-21487 Schwarzenbek/Germany

CONCRETE  PROTECTION AND WATERPROOFING

WATERPROOFING
AND PROTECTION OF

SEWAGE SYSTEMS

CORROSION purely mineralic, also suitable for 2 kg/m2 5kg
PROTECTION M drinking water tanks

UNI MORTAR 1 Z waterproofing mortar with high 12–24kg/m2 for 6–12mm 25kg
ssenkcihtreyalecnatsiseretahplus

SUPER in-depth waterproofing slurry 1.5 kg/m2 25kg
resistant against sewage

BB 75 Z waterproofing slurry with 6kg/m2/3mm 25kg
high sulphate resistance

BB 75 E Z elasticized waterproofing slurry 6kg/m2/3mm 35kg
).pmoc2(ecnatsiseretahplushgihhtiw

PLUG rapid setting mortar for depending on size of leak: 15kg
kael/g003.xorppaskaelretawgniggulp

POLYCEM Z polymer modified cementitious protective 6kg/m2/3mm 30kg
).pmoc2(seitilicaftnemtaertegawesrofgnitaoc

EXPASEAL water-swellable waterstop for 1m Box
2520/2010/1808 tnioj’mrepstniojnoitcurtsnoc 2520: 30m

2010/1808:
60m

CONSTRUCTION m03XEDNAVm1stniojnoitcurtsnocrofepatgnifoorpretaw
JOINT TAPE TNIOJNOITCURTSNOCskcarcdna

TAPE + 1 kg BB 75 E Z/m

FLEXTAPE sealing tape for movement and construction 1m per linear meter 20m
joints as well as cracks

FLEXTAPE gk6retemraenilrepgk1.1–8.0niseryxopeciportoxiht
ADHESIVE ).pmoc2(evisehda

Vandex Special Products for the Waste Water Field
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Vandex Services: • Competent consultation on structural protection problems in the waste water industry
• Problem analysis and solution proposals
• Application instructions
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Recommended Layer Thicknesses for Internal Coating in Sewage Treatment Plants

)mm(ssenkcihtreyalairetircmelborp/daolecafrus

VANDEX VANDEX VANDEX
UNI MORTAR 1 Z BB 75 Z SUPER

walls external hydraulic load waterproofing 10 3 0.75

variable water level/ fluctuation cycle 10 3 0.75
water quality

concrete deteriorating aggressiveness chemical loads 10 3

evenness and minimum depth of roughness
mm5.0<ssenkcihtreyal – 3

0.5mm – 5mm 5 3
> 5mm > 10 3

adhesion adhesive strength
< 0.8 N/mm2 *P + 10 3
< 1.0 N/mm2 *P 3
< 1.5 N/mm2 3 3
> 1.5 N/mm2 – 3

slabs evenness unevenness
< 2mm/4m length – 3
2mm – 5mm/ 4m length 5 3
> 5mm/4m length 10 3

junction slab/wall dnamm05>rgnifoorpretawtellif/evoorg
(crack formation) min. 100 mm wide to slab and wall

(r = radius of fillet)

all areas m/lm052ecafrusgnisaercnidaoletaidemmi 2 250ml/m2

resistance VANDEX VANDEX
MINERALIT MINERALIT

heavily stressed htiwhsinifhtiwhsinifssenevisserggafoepytnoisorroclacimehc
surfaces VANDEX VANDEX

POLYCEM Z POLYCEM Z
3mm 3mm

Vandex know-how 
guarantees safe solutions to problems

Whether in new construction or
refurbishment, the project engineer
must always work out additional
concrete protection techniques
which are both practical and cost
effective.

With their ease of application,
Vandex products are ideal in
these circumstances.

Vandex products have been
specially developed for specific
situations, such as: 

VANDEX SUPER or
VANDEX BB 75 

Waterproofing

VANDEX UNI MORTAR 1 Z 

Reprofiling and coating

VANDEX SUPER or
VANDEX BB 75 Z 

Protection of concrete
against sewage

VANDEX MINERALIT

Increasing surface resistance

VANDEX POLYCEM Z

Protection
for extreme loads

These products can be combined
in different ways to deal with
various situations.

Prior to deciding on protective
measures, an investigation of the
structure or the design needs to be
undertaken, and certain tests
need to be performed to evaluate
long term suitability of the products.
The following table shows some of
the criteria for the choice of
the products and their coating
thickness.

Planning of the respective coating
systems can be broken down into
the following steps:

Stress classification
Specific areas of test
Optimizing the building material
Processing specifications
Operator information

*P = Preparation
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ГИДРОИЗОЛЯЦИЯ И 
ЗАЩИТА ОЧИСТНЫХ СООРУЖЕНИЙ



Охрана окружающей среды является обязательным условием

Сточные воды это загрязненная 
вода, непитьевая или дождевая 
вода, бытовые, промышленные и 
заводские сточные воды, 
канализация, общественная 
фонтанная вода и др.

Сточные воды часто под-
вергаются негативным измене-
ниям. Любое сооружение, 
контактирующее со сточными 
водами, переживает стрессы и 
разрушения:

Бетон - основной строительный 
материал. Его нужно постоянно 
защищать из-за влияния на него 
агрессивных вод.

Системы гидроизоляции Vandex 
обеспечивает такую защиту.

Система защиты Vandex имеет 
модульную структуру. В 
зависимости от существующих  
условий повреждения, можно 
выбирать отдельные модули для 
решения конкретных задач.

Where is
Vandex used

Vandex products are applied in
sewage systems specifically to protect
the concrete components exposed to
certain types of wear and stress.

Exposed to water

Tidal effect

Spillways

Exposed to weather

Rotating scraper blade wear

Sandfilter beds

Settlement and treatment tanks

Pump sumps

Box-outs

Inspection shafts

Manholes

Channels

Interceptors

Inlets

Систематическое 

решение приносит успех: 

Обследование структуры

Диагностика повреждений

Восстановление

 Контроль качества

Регулярные инспекции

Vandex offers
proven systems

Vandex products allow expert
application to be carried out in a
few simple stages.
They are packed in ready-to-use,
handy containers.
All of the Vandex major products
can be applied either by hand or
by mechanical means.

непрерывно изменяется 
степень загрязнения 
влияние на окружающую среду 
колебания уровня жидкости, 
образование агрессивного 
микроклима в герметичных 
резервуарах-накопителях.

Sewage Treatment Plant
waterproofing/protection

VANDEX SUPER 1.5 kg/m2

VANDEX SUPER 1.5 kg/m2

VANDEX SUPER 1.5  kg/m2

reprofile
VANDEX UNI MORTAR 1 Z

VANDEX UNI MORTAR 1 Z
infill

Secondary Settlement Tank
restoration

waterproofing,
protection
VANDEX SUPER 1.5 kg/m2

VANDEX POLYCEM Z 
6 kg/m2

VANDEX
UNI MORTAR 1 Z

VANDEX
PLUG

Sewer
restoration

Main Sewer
restoration

VANDEX UNI MORTAR 1 Z
2-3 cm

Clinker brick set in
VANDEX MORTAR bed

VANDEX
UNI MORTAR 1 Z VANDEX PLUG

VANDEX
PLUG

VANDEX SUPER 1.5 kg/m2

VANDEX SUPER 1.5 kg/m2

Sandfilter
waterproofing/protection

VANDEX POLYCEM Z
6 kg/m2

repair, reprofile
VANDEX UNI MORTAR 1 Z

Manhole
restoration

Sewer Secondary settlement tank

InletSandfilter

Treatment tank Pump sump

Распыление VANDEX BB 75 Z в резервуаре

Распыление VANDEX POLYCEM Z
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Environmental
protection
is a must

It is generally accepted that waste
water is often detrimentally changed.
It comprises contaminated water,
non-potable or rain water, residential,
industrial and factory waste water,
sewage, public fountain water, leaking
pipes, and much more. 

Any structure which is in contact with
waste water will be subject to stres-
ses, such as:

Concrete is the major building material.
Since it is frequently affected by the
before mentioned stresses, protection
is essential.

The Vandex System provides this
protection.

This Vandex Protection System features
a modular structure so that – depend-
ing on existing stress conditions – in-
dividual modules can be assembled
to produce various solutions.

Где 
применяется 

Vandex?
Vandex применяется в канализа-
ционных системах  для защиты 
бетонных компонентов, 
подверженных определенным 
видам износа и напряжений.

Воздействия воды

Приливы-отливы

Водосливы

Атмосферные воздействия 

Износ лезвием вращяющегося 
скребка
Слои песчаных фильтров

Отстойники и очистные сооружения 

Насосные отстойники

Ниши в бетоне

Смотровые шахты

Люки

Каналы/ лотоки

Коллекторы сточных вод

Аэрационные клапаны

A systematic procedure
assures success:

Structural Survey

Damage Diagnosis

Reinstatement

Quality Control

Regular Inspection

Vandex offers
proven systems

Vandex products allow expert
application to be carried out in a
few simple stages.
They are packed in ready-to-use,
handy containers.
All of the Vandex major products
can be applied either by hand or
by mechanical means.

continuously changing degree 
of contamination
environmental effects
fluctuating liquid level
formation of aggressive 
microclimates in sealed holding 
tanks.

Sewage Treatment Plant
waterproofing/protection

VANDEX SUPER 1.5 kg/m2

VANDEX SUPER 1.5 kg/m2

VANDEX SUPER 1.5  kg/m2

reprofile
VANDEX UNI MORTAR 1 Z

VANDEX UNI MORTAR 1 Z
infill

Secondary Settlement Tank
restoration

waterproofing,
protection
VANDEX SUPER 1.5 kg/m2

VANDEX POLYCEM Z 
6 kg/m2

VANDEX
UNI MORTAR 1 Z

VANDEX
PLUG

Sewer
restoration

Main Sewer
restoration

VANDEX UNI MORTAR 1 Z
2-3 cm

Clinker brick set in
VANDEX MORTAR bed

VANDEX
UNI MORTAR 1 Z VANDEX PLUG

VANDEX
PLUG

VANDEX SUPER 1.5 kg/m2

VANDEX SUPER 1.5 kg/m2

Sandfilter
waterproofing/protection

VANDEX POLYCEM Z
6 kg/m2

repair, reprofile
VANDEX UNI MORTAR 1 Z

Manhole
restoration

Канализация Вторичный отстойник

ВодоспускПесочный фильтр

Открытый резервуар Отстойник насоса

Spray application VANDEX BB 75 Z in treatment tank

Spray application VANDEX POLYCEM Z
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Environmental
protection
is a must

It is generally accepted that waste
water is often detrimentally changed.
It comprises contaminated water,
non-potable or rain water, residential,
industrial and factory waste water,
sewage, public fountain water, leaking
pipes, and much more. 

Any structure which is in contact with
waste water will be subject to stres-
ses, such as:

Concrete is the major building material.
Since it is frequently affected by the
before mentioned stresses, protection
is essential.

The Vandex System provides this
protection.

This Vandex Protection System features
a modular structure so that – depend-
ing on existing stress conditions – in-
dividual modules can be assembled
to produce various solutions.

Where is
Vandex used

Vandex products are applied in
sewage systems specifically to protect
the concrete components exposed to
certain types of wear and stress.

Exposed to water

Tidal effect

Spillways

Exposed to weather

Rotating scraper blade wear

Sandfilter beds

Settlement and treatment tanks

Pump sumps

Box-outs

Inspection shafts

Manholes

Channels

Interceptors

Inlets

A systematic procedure
assures success:

Structural Survey

Damage Diagnosis

Reinstatement

Quality Control

Regular Inspection

Vandex предлагает 
проверенные 
системные 
решения

Продукты Vandex позволяют 
проводить профессиональные 
эффективные работы в 
несколько этапов. 
Все продукты упакованы в 
удобные контейнеры и готовы 
к применению.
Все основные продукты 
Vandex могут наноситься как 
вручную, так и механическим 
способом.continuously changing degree 

of contamination
environmental effects
fluctuating liquid level
formation of aggressive 
microclimates in sealed holding 
tanks.

Станция очистки сточных вод
Гидроизоляция/защита 

VANDEX SUPER 1.5 кг/м2

VANDEX SUPER 1.5 кг/м2

VANDEX SUPER 1.5  kg/m2

заделка
VANDEX UNI MORTAR 1 Z 

VANDEX UNI MORTAR 1 Z 
засыпка

Вторичный отстойник 
Обновление

гидроизоляция/
защита
VANDEX SUPER 1.5 кг/м2

VANDEX POLYCEM Z 
6 kg/m2

VANDEX
UNI MORTAR 1 Z

VANDEX
PLUG

Коллекторы
реставрация

Магистральный коллектор
реставрация

VANDEX UNI MORTAR 1 Z
2-3 см

клинкерный кирпич 
VANDEX MORTAR слой

VANDEX
UNI MORTAR 1 Z VANDEX  PLUG

VANDEX
PLUG

Гидроизоляция/защита 

VANDEX SUPER 1.5 кг/м2

VANDEX SUPER 1.5 кг/м2

Песчаный фильтр

VANDEX POLYCEM Z
6 kg/m2

ремонт, заделка
VANDEX UNI MORTAR 1 Z

Люки
реставрация

Sewer Secondary settlement tank

InletSandfilter

Treatment tank Pump sump

Spray application VANDEX BB 75 Z in treatment tank

Spray application VANDEX POLYCEM Z
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INTERNATIONAL SALES:
VANDEX INTERNATIONAL LTD
P.O. Box, CH-4501 Solothurn/Switzerland
Phone: +41 32 626 36 36, Fax +41 32 626 36 37
E-mail : info@vandex.com www.vandex.com

PRODUCTION AND SALES GERMANY:
VANDEX ISOLIERMITTEL-GESELLSCHAFT m.b.H.
P.O. Box, 1406, D-21487 Schwarzenbek/Germany

CONCRETE  PROTECTION AND WATERPROOFING

WATERPROOFING
AND PROTECTION OF

SEWAGE SYSTEMS

CORROSION purely mineralic, also suitable for 2 kg/m2 5kg
PROTECTION M drinking water tanks

UNI MORTAR 1 Z waterproofing mortar with high 12–24kg/m2 for 6–12mm 25kg
ssenkcihtreyalecnatsiseretahplus

SUPER in-depth waterproofing slurry 1.5 kg/m2 25kg
resistant against sewage

BB 75 Z waterproofing slurry with 6kg/m2/3mm 25kg
high sulphate resistance

BB 75 E Z elasticized waterproofing slurry 6kg/m2/3mm 35kg
).pmoc2(ecnatsiseretahplushgihhtiw

PLUG rapid setting mortar for depending on size of leak: 15kg
kael/g003.xorppaskaelretawgniggulp

POLYCEM Z polymer modified cementitious protective 6kg/m2/3mm 30kg
).pmoc2(seitilicaftnemtaertegawesrofgnitaoc

EXPASEAL water-swellable waterstop for 1m Box
2520/2010/1808 tnioj’mrepstniojnoitcurtsnoc 2520: 30m

2010/1808:
60m

CONSTRUCTION m03XEDNAVm1stniojnoitcurtsnocrofepatgnifoorpretaw
JOINT TAPE TNIOJNOITCURTSNOCskcarcdna

TAPE + 1 kg BB 75 E Z/m

FLEXTAPE sealing tape for movement and construction 1m per linear meter 20m
joints as well as cracks

FLEXTAPE gk6retemraenilrepgk1.1–8.0niseryxopeciportoxiht
ADHESIVE ).pmoc2(evisehda

Vandex Special Products for the Waste Water Field
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Vandex Services: • Competent consultation on structural protection problems in the waste water industry
• Problem analysis and solution proposals
• Application instructions
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Рекомендуемая толщина слоя внутреннего покрытия на очистных сооружениях 
сточных вод

толщина слоя (мм) поверхность  нагрузка критерий

VANDEX VANDEX VANDEX
UNI MORTAR 1 Z BB 75 Z SUPER

СТЕНЫ внешняя гидравилическая нагрузка водонепроницаемость 10 3 0.75

цикл переменных 
напряжений

10 3 0.75переменный уровень 
воды/ качество воды

бетон снижает агрессивность химические нагрузки 10 3

ровность и 
минимальная 
толщина слоя

– 3
5 3

глубина неровностей 
< 0.5 мм
0.5 мм – 5 мм
> 5 мм > 10 3

адгезия адгезионная прочность
*P + 10 3
*P 3
3 3

< 0.8 N/мм2

< 1.0 N/мм2

< 1.5 N/мм2

> 1.5 N/мм2 – 3

ПЛИТЫ ровность
3

неровности
< 2мм/4м в длину
–2 мм– 5 мм/ 4 м в длину    5 3
> 5мм/4 м в длину 10 3

СОЕДИНЕНИЯ СТЕНА/ 
ПЛИТА

гидроизоляциязакругления/ канавки
(образование трещин)

r > 50 мм и
мин. 100мм шириной стена / плита 
(r = радиус канавки)

ВСЕ ПЛОЩАДИ увеличение стойкости 
поверхности

немедленная нагрузка 250 мл/м2 250 мл/м2

VANDEX VANDEX
MINERALIT MINERALIT

ПЛОЩАДИ С 
СИЛЬНЫМИ 
НАГРУЗКАМИ

отделкаотделкатип агрессивностихимическая коррозия
VANDEX VANDEX
POLYCEM Z POLYCEM Z
3 мм 3 мм

Компетенции Vandex
Гарантируем безопасное решение 

проблем
Не важно, новое ли  у вас 
строительство или 
реконструкция старого?! 
Инженер проекта всегда 
должен разрабатывать 
дополнительные методы 
защиты бетона, которые 
имеют практичный и 
экономический эффект.
Благодаря простоте примене-
ния, продукты Vandex идеально 
подходят для этих условиях.

Продукты Vandex специально 
разработаны для конкретных 
ситуаций, таких как:

VANDEX SUPER or 
VANDEX BB 75 
Гидроизоляция

VANDEX UNI MORTAR 1 

Z Заделка и покрытие

VANDEX SUPER or
VANDEX BB 75 Z 

Защита бетона от 
сточных вод

VANDEX MINERALIT 
Повышение поверхностного 

сопротивления

VANDEX POLYCEM Z 
Защита от 

экстремальных 
нагрузок

Все продукты совместимы 
друг с другом,  и поэтмоу 
подходят для различных 
ситуаций.
Прежде чем выбирать 
защитные меры, необходимо 
провести обследование 
конструкции и провести 
испытания для оценки 
долгосрочной пригодности 
изделий. В следующей 
таблице приведены 
некоторые критерии выбора 
изделий и толщины их 
покрытия. Планирование 
соответствующих систем 
нанесения покрытий можно 
разбить на следующие этапы:
Классификация стресса
Тестируем специф.области
Оптимизация стройматериалов

Выпуск специфицкаций
Информирование оператора

*P = Подготовка
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INTERNATIONAL SALES: 
VANDEX INTERNATIONAL LTD 
P.O. Box, CH-4501 Solothurn/Switzerland 
Phone: +41 32 626 36 36, Fax +41 32 626 36 37 
E-mail : info@vandex.com    www.vandex.com 

PRODUCTION AND SALES GERMANY:
VANDEX ISOLIERMITTEL-GESELLSCHAFT m.b.H.
P.O. Box, 1406, D-21487 Schwarzenbek/Germany

CONCRETE  PROTECTION AND WATERPROOFING

WATERPROOFING
AND PROTECTION OF

SEWAGE SYSTEMS

CORROSION 2 кг/м2 5 кг
PROTECTION M

чисто минеральный состав, также 
подходит для резервуаров с 
питьевой водой

UNI MORTAR 1 Z 25 кг12–24 кг/м2 при 6 –12мм 
толщине слоя 

гидроизоляционный раствор с 
высокой сульфатостойкостью

SUPER 1.5 кг/м2 25 кгглубинная гидроизоляционная сус-
пензия, устойчивая к воздействию 
сточных вод

BB 75 Z 6 кг/м2/3 мм 25 кггидроизоляционная суспензия с 
высокой сульфатостойкостью

BB 75 E Z 6 кг/м2/3 мм 35 кг
(2 компонента)

эластичная гидроизоляционная сус-
пензия с высокой сульфатостойкостью

PLUG 15 кг
в зависимости от размера 
протечки: прибл.300 гр/
протечку

быстро схватывающийся раствор для 
заделки утечек воды

POLYCEM Z 6 кг/м2/3 мм 30 кг
(2 компонента)

полимер-модифицированное цемен-
тное защитное покрытие для очистных 
сооружений сточных вод

EXPASEAL 1 м коробка
2520/2010/1808 на шов

гидрошпонка для 
строительных швов 2520: 30 м

2010/1808:
60 м

CONSTRUCTION 30 м
JOINT TAPE

гидроизоляционная лента для 
строительных швов и трещин

1 м ленты VANDEX 
CONSTRUCTION JOINT 
TAPE + 1 кг BB 75 E Z/м

FLEXTAPE 20 муплотнительная лента для подвиж-
ных и строительных швов 1 м на 
линеный метр, а также трещин

6 кгFLEXTAPE        тиксотропный эпокси клей 0.8–1.1 кг на п.м.
(2 компонента)ADHESIVE 

Продукты Vandex для бетонных поверхностей со сточными 
водами

VX
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SE
W

E0
31

1

Услуги Vandex: • Компетентные консультации по вопросам структурной защиты  от сточных вод
• Анализ проблем и предложения по их решению
• Инструкции по нанесению
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Vandex продукты

упаковкарасходтиппродукт

R

Recommended Layer Thicknesses for Internal Coating in Sewage Treatment Plants

)mm(ssenkcihtreyalairetircmelborp/daolecafrus

VANDEX VANDEX VANDEX
UNI MORTAR 1 Z BB 75 Z SUPER

walls external hydraulic load waterproofing 10 3 0.75

variable water level/ fluctuation cycle 10 3 0.75
water quality

concrete deteriorating aggressiveness chemical loads 10 3

evenness and minimum depth of roughness
mm5.0<ssenkcihtreyal – 3

0.5mm – 5mm 5 3
> 5mm > 10 3

adhesion adhesive strength
< 0.8 N/mm2 *P + 10 3
< 1.0 N/mm2 *P 3
< 1.5 N/mm2 3 3
> 1.5 N/mm2 – 3

slabs evenness unevenness
< 2mm/4m length – 3
2mm – 5mm/ 4m length 5 3
> 5mm/4m length 10 3

junction slab/wall dnamm05>rgnifoorpretawtellif/evoorg
(crack formation) min. 100 mm wide to slab and wall

(r = radius of fillet)

all areas m/lm052ecafrusgnisaercnidaoletaidemmi 2 250ml/m2

resistance VANDEX VANDEX
MINERALIT MINERALIT

heavily stressed htiwhsinifhtiwhsinifssenevisserggafoepytnoisorroclacimehc
surfaces VANDEX VANDEX

POLYCEM Z POLYCEM Z
3mm 3mm

Vandex know-how 
guarantees safe solutions to problems

Whether in new construction or
refurbishment, the project engineer
must always work out additional
concrete protection techniques
which are both practical and cost
effective.

With their ease of application,
Vandex products are ideal in
these circumstances.

Vandex products have been
specially developed for specific
situations, such as: 

VANDEX SUPER or
VANDEX BB 75 

Waterproofing

VANDEX UNI MORTAR 1 Z 

Reprofiling and coating

VANDEX SUPER or
VANDEX BB 75 Z 

Protection of concrete
against sewage

VANDEX MINERALIT

Increasing surface resistance

VANDEX POLYCEM Z

Protection
for extreme loads

These products can be combined
in different ways to deal with
various situations.

Prior to deciding on protective
measures, an investigation of the
structure or the design needs to be
undertaken, and certain tests
need to be performed to evaluate
long term suitability of the products.
The following table shows some of
the criteria for the choice of
the products and their coating
thickness.

Planning of the respective coating
systems can be broken down into
the following steps:

Stress classification
Specific areas of test
Optimizing the building material
Processing specifications
Operator information

*P = Preparation
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